NEW PORTALS PLUS
DOME STRAINER

NEW PORTALS PLUS
CLAMPING RING

SET FLANGE IN BED OF
ROOF CEMENT

SECURE PORTALS PLUS REROOF DRAIN FLANGE TO
EXISTING ROOF DECK

PRIME FLANGE BEFORE INSTALLING ROOFING PLIES

MULTIPLE MEMBRANE STRIPPING
PLIES FEATHERED AT FIELD OF ROOF

EXISTING BUILT-UP ROOF MEMBRANE
NEW INSULATION
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EXIST. COVERBOARD INSULATION

EXIST. THERMAL INSULATION
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EXIST. TAPERED INSULATION PORTALS PLUS

EXIST. ROOF DECK REROOF DRAIN

EXIST. UNDER DECK CLAMP

NEW MEMBRANE FIELD PLIES AND
STRIPPING PLIES ALL
EXTEND UNDER CLAMPING RING I—

EXIST. DRAIN BOWL

EXIST. FLEXIBLE EXPANSION COUPLING

EXIST. STAINLESS CLAMP
EXIST. DRAIN PIPE

NOTES:
1. THE USE OF A METAL DECK SUMP PAN IS NOT RECOMMENDED. HOWEVER, ROOF DRAIN EXTENSION PANS ARE

APPLICABLE WITH SOME PROJECTS. CLEAN EXISTING DRAIN OF BITUMEN,
2. DO NOT APPLY COAL TAR OR DEAD LEVEL ASPHALT INTO DRAIN SUMP. LOOSE DEBRIS, & MOISTURE BEFORE
3. ;%E'EE]E]SA?_N(E:EN%E%?R%SSNSIDER INSULATING THE DRAIN COMPONENTS BELOW THE DECK TO PREVENT REROOF DRAIN INSERTION

REROOF DRAIN

PORTALS PLUS IS A SUPPLIER OF PREFABRICATED ROOF ACCESSORIES AND DOES NOT ASSUME
RESPONSIBILITY FOR ERRORS IN DESIGN, ENGINEERING OR INSTALLATION. THE ROOFING SYSTEM
MANUFACTURER’S INSTALLATION REQUIREMENTS MAY SUPERSEDE THESE DETAILS FOR WARRANTED
ROOF SYSTEMS.
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