[ WALL
| COATING
o SYSTEMS

COLOR
SELECTION




— - T—— "'——a

ARCHITECTURAL

CANYON TONE STAIN [ |
Canyon Tone Stain is a pure acrylic,

Wa[ttl’-l'ti[]l'ﬂ:‘."ﬂl'll penetrating stain designed I

to provide color uniformity to concrete and

masonry surfaces without disturbing the

natural surface texture. Canyon Tone Stain

can be applied by spray or roller, locking POTTERY CHARLESTON

itself into the surface pores of the substrate

to eliminate future maintenance problems

of [_‘reeling. flaking and checking. This color

stable finish 1s also available in clear ver-

sions with varying degrees of sheen.

AQUATHON

Aquathon is a permanently elastomeric, WARM IVORY PALE VANILLA
“breathing” membrane designed Lo water-
proof a wide variety of exterior wall sur-
laces. This water-based 100% acrylic cures
in a unique, two-stage mode. The exposed
surface crosslinks under ultraviolet hight (o
repel dirt, mildew and pollution. The sub-
surface of the coating is protected from fur- .
ther crosshnking, retaming a permanent elas-
tomeric bond with the substrate to cover exist- PANAMA ROSE PHANTOM
ing hairline cracks and bridge additional
cracking caused by future building movement,

UNI-TEX

Uni-Tex is a permanently [exible, high-
build 100% acrylic texture coating (hat
imparts long-term weather and impact
resistance through an attractive, stucco-like LAMBS WOOL CHINESE BLUE
finish. This tough color-stable wall coating
can be applied by spray or trowel to pro-
vide a variety of textures over concrete,
masonry. stucco and insulation board, as
well as approved exterior wallboard sub-
strates. All system components are water-
based lor VOC compliance and easy clean-up.

DURA-TEX WOODLAND GREEN CAPULET

Dura-Tex is a 100% acrylic texture
coaling containing a fine silica, permanent
color pigments and a powerful biocide,
which combine Lo provide long-term weath-
erproofing and flexibility under any normal
weather conditions. A wide variety of finish
textures can be achieved by varying the

application method and/or technique. RAVEN BLACK CONCORDIA

The above color samples are approximations only. Jobsite applied colors will vary from i)
UNITED recommends applying a color sample to an inconspicuous area on the ¢




OLOR SEL

PEFPER POT YUCCA CLIFF GRAY CONCRETE GRAY

ll

KENDALL ROSE ROYAL BURGUNDY SNOWBLUSH DUSTY IRIS

AUTUMN OAK COCOA LOST CAVERN SIMPLY ELEGANT

ALBINO GRANITE ROCK TAUPE GRAY BAKED CLAY

KENYA BROWN CANYON TAN COTTON TAFFY APPLE

BRICK RED RED EARTH LEGEND MISSION WHITE

color card due to printing variances as well as the texture and porosity of the substrate.
al substrate to verify cotor choice. Not all produets are available in all colors.






