4x19 Low Profile Dormer Retrofit Kit (VDLR419K)
Installation Instructions.
This kit includes the following:
1)
2)
3)
4)
.

One 13.5” x 24” Piece of treated honeycomb
One 13.5” x 24” Wire Mesh
One 24” “U” Bracket 1/2” x 3/4” x 1/2”
4 self tapping sheet metal screws.

You will need the following tools & supplies:
Heavy work gloves
Large tin snips or razor knife
Cordless Screw gun w/ Phillips tip
Large felt tip marking pen
Rag & cleaner
Caulking & caulking gun

CAUTION: Remember to use extreme caution during the installation of this project. Steep pitch roofs, high eaves,
slippery conditions, and poor weather can contribute to a high risk of injury. Maintain safe working practices at all
times. Also, it is recommended to wear heavy work gloves to avoid wire pokes during installation.
1) Clean the work area: Remove debris and clean dust, oil, roofing material and sap residue from the base of the
dormer in the area that is in front of, and parallel to the bottom on the downhill side as well as the right and left
side in a strip that is about 3” wide.
2) Fit the “U” bracket: Measure the base of the dormer on the inside of the right and left vertical wall. Mark that
measurement on the U bracket, centered so that there is an equal amount of the bracket on each side of the marks.
Snip the bracket over the mark vertically down both legs. Do this for each mark (4 right-angle snips altogether).
Bend the bracket up on both sides so the channel forms a 90 deg angle on each side. The “U” will be facing up in
the center and inward on the right and left. Set the bracket in place to check accuracy.

“U” bracket:
Snip legs and bend up at 90 deg.

Width of dormer

3) Cut the honeycomb to the size of the bracket: Measure the height and width of the honeycomb to fit inside the
bracket. The height should be high enough to fit snugly against the inside top of the vent. Mark the straight “cut”
lines on one side of the honeycomb with a large felt tip marking pen. Use large snips to cut along the marked line.
Alternatively, a razor knife can be used to cut along the mark if a flat surface is available to lay the honeycomb
down on while cutting. If using a razor knife, use a straight edge to guide the knife. Cut only about half way
through the honeycomb to score it and then slowly break off the scored piece.
4) Cut the screen mesh. Mark and cut the screen mesh the same width as the honeycomb but add 5/8” to the height
dimension. (If the honey comb is 4” high, cut the mesh to be 4 5/8”). The screen fits flat on the back of the honeycomb with the additional 5/8” bent over the top of the honeycomb coming forward at 90 deg to aid in holding
the mesh in place once it is installed

5) Fitting: Place the screen and the honeycomb into the “U” bracket. The screen layer should be behind the
honeycomb, in-between vent face and the honeycomb. Place the assembled parts inside vent, tilting the part
so the top goes into place first, then pushing the bottom straight in. The top will be compressed into place.
IMPORTANT: The assembly should fit snug inside the vent. If it is too loose and there are gaps between the
assembly and the vent, there could be areas where fire or embers may pass, so it
is important to have a
snug fit. If there are gaps, then a good grade “fire-caulk” should be used to fill in the gaps.

“U” bracket bent at 90 deg.

Bend 5/8” of screen over top of honeycomb

Final assembly ready to be inserted into vent.

6) Fasten the assembly into place: Using the provided screws, fasten the bracket into place inside the dormer. Typically,
two screws are placed on either side one high and one low. The screws go through the dormer side and into the center of
the 3/4” bracket to hold the bracket in place Use a small amount of caulking to cover the screw heads.
Note: If desired, the honeycomb may be painted another color before installation, but when painting or staining the exterior
after installation, mask off the face of the vent to prevent excess spray from sticking to the mesh behind the honeycomb.

This entire process should only take a few minutes to complete depending on existing conditions. If any questions arise regarding the installation process, please call Gunter Mfg. at 916-652-7424.

